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Extraordinary Accuracy In A
Rugged Column Design.

SPLIT FRONT VICE
This unique device design permits
the workpiece to be automatically
indexed, to reduce reminant size.
The vice securely clamps the
workpiece on both sides of the cut,
thus minimizing drop-off burrs. This
design is bundle cutting and is ideal
for cutting short length pieces.

INFINITELY VARIABLE SPEEDS
Blade speed is regulated by a hand
wheel within easy reach of the
operator. Variable speeds can handle
a range of materials from nickel
based alloys to aluminium. The
speed is easily read on the digital
readout.

DIGITAL READOUT
INDEX
Index length is easily set in
seconds with a hand wheel
mounted on the machine

HYDRAULIC BLADE
TENSION
Proper blade tension is
maintained by preset
hydraulic pressure to
assure greater accuracy,
maximum cutting rates,
and a longer blade life.
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Outstanding Features That Distinguish
Duratech Machines in Quality and
Performance
STANDARD EQUIPMENT :

OPTIONAL ACCESSORIES :

Hydraulically controlled dual-vice clamping system.
Shuttle type automatic feed and sliding work table with roller.
Roller bearing blade guide system.
Preset cut-counter with shutoff.
Infinitely Variable blade speeds with digital readout. (for H200 & H300 Models)
Power driven blade-cleaning brush.
Hydraulic blade tension. (for H200 & H300 Models)
PLC control, for all electric and hydraulic functions.
Spilt front vice.
Blade stalling and breakage shutoff.
Flushing hose for machine cleaning.
Multiple index.(9 times)
Automatic work height control.
Work light.
One saw blade (bi-metal M42) ready for use.
One set of tools.
User & Maintenance Manual

Automatic chip conveyor.
Variable vice pressure.
Variable pump for hydraulics.
Free standing roller stock-table.
Variable Frequency Drive for saw Motor
Nesting Arrangement

ELECTRICAL CONTROL CIRCUIT BOARD

CONTROL PANEL

PROGRAMMABLE CONTROL

The machine employs a high performance
PLC. The built in connection terminal
provides shock free performance.

Sequential control for the entire operation
provides added safety. Speed regulation for
various materials by infinitely adjustable flow
control.

Programmable control allows you to program
9 number of cuts, eliminating extensive setup.

SPECIFICATIONS
Model
Capacity

H160 S/FA

H-200 S/FA

H-300 S/FA

160mm(6")

200mm(8")

300mm(12")

160 x 160mm (6" x 6")

200 x 200mm (8" x 8")

300 x 300mm (12" x 12")

Blade speed

25 to 100 mtrs./min

Motors:
Blade drive

1.5kw (2HP)

2.2kw (3HP)

3.7kw (5HP)

Hydraulic pump

0.75kw (1 HP)

1.5kw (2HP)

2.2kw (3 HP)

Coolant pump

0.1kw (1/8HP)

0.2kw (1/4 HP)

0.2kw (1/4 HP)

Blade size

3000 x 27 x 0.9

3505 x 34 x 1.1

3760 x 34 x 1.1

Single feed

300mm (12")

300mm (12")

300mm (16")

Mulitiple feed

300mm x 9 times

300mm x 9times

300mm x 9times

Machine weight

1500kg (3345 lbs)

1800kg (4020 lbs)

2100kg (4685 Ibs)

Shuttle Bar Feed

All details are for general guidance and not binding on the manufacturers as modifications for improvement are effected

